
The following service should be corrnied out in ACB's durirg preventive AAointenonce.

Eguipments/items whose

mointenonce is reouired for ACB's
Detoils of moinfenonce work to be done

a) Generalcleonliness i) Make o thorough visuol inspection of the entire
instollqtion.

ii) Cleon off oll dust ond other deposits from the
breqker.

b) Connections Tiqhten the connections on the ter:minols ond ioints.
o) Fostenings ond clomps Check fastenings ond bus bor clomps, joints etc. for

tightness ond reploce domqqed oieces.
b) Arc chutes i) Cleon the orc chutes properly.

ii)Inspect the orc-chutes for any domaga and renew
where necessory.

c) Contocts i) Exomine for burning, pitting ond other domoges to
mqin ond orcing contocts.

ii) Cleon ond grind them with fine sond paper where
necessory.

iii) Lubricote the contqcts with petroleum jelly.
iv) Check for simultoneous closure ond opening of

oll the contocts.
v) Check for proper contscJ, wrpe ond odjust,

wherever n-ec-,gts€1r. .

d) Insulotors i) Meosure insulotion resistonce ond see thot it is more
thqn recommended,.vslue.

o) Mechonism

'd:

i) Checkfor pro'per',fithctioning of ,closing ond tripping
mechonism ond odjust wherenecessory.

ii) Tighten qll bolts ond nuts of fittings ond joints etc.
reploce the dqmoged ones.

b) Protective Reloys Check f or prro-pen,settings
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